
 

Job:  

Location:  

Engineer:  

Contractor:  

P.O #:  

Job #:  

Representative:  

CERTIFIED CORRECT 
 
By:  Clay Dunigan 

Title:  Plant Engineer 

Date: 7-23-08 

GMS Part Number: 

No. 125SD 

DESCRIPTION 
• Trunk Duct 
• Galvanized Steel (see below for gauge thickness) 
 

Note: Other sizes available on request. 
Product length is designated in part number: Example: 8x8x36-125SD 
 
*Meets SMACNA Specifications* 

Part Number L1 L2 

8x8x__-125SD 8 8 

10x10x__-125SD 10 8 

12x8x__-125SD 12 8 

14x8x__-125SD 14 8 

16x8x__-125SD 16 8 

18x8x__-125SD 18 8 

20x8x__-125SD 20 8 

22x8x__-125SD 22 8 

24x8x__-125SD 24 8 

14x10x__-125SD 14 10 

16x10x__-125SD 16 10 

18x10x__-125SD 18 10 

Material 

28 (.0149) 

28 (.0149) 

28 (.0149) 

28 (.0149) 

26 (.0179) 

26 (.0179) 

26 (.0179) 

26 (.0179) 

26 (.0179) 

26 (.0179) 

26 (.0179) 

26 (.0179) 

# / Box 

10 

10 

10 

6 

6 

6 

6 

6 

6 

6 

6 

6 

20x10x__-125SD 20 10 26 (.0179) 6 

Standard Lengths: 36”, 48”, 60”, 96” 

L1
 

L2
 


