
 

Job:  

Location:  

Engineer:  

Contractor:  

P.O #:  

Job #:  

Representative:  

CERTIFIED CORRECT 
 
By:  Clay Dunigan 

Title:  Plant Engineer 

Date: 7-22-08 

GMS Part Number: 

No. 325 

DESCRIPTION 
• Section Damper 
• See below for packaging details 

PART NUMBER 
** 

D MATERIAL 
AVAILABLE 

(galvanized)  

Box 
Qty 

    

4-325 4 26 (.0179) PTO** 

5-325 5 26 (.0179) PTO** 

6-325 6 26 (.0179) 24 

7-325 7 26 (.0179) 24 

8-325 8 26 (.0179) 24 

9-325 9 26 (.0179) PTO** 

10-325 10 26 (.0179) PTO** 

12-325 12 26 (.0179) PTO** 

14-325 14 26 (.0179) PTO** 

16-325 16 26 (.0179) PTO** 

18-325 18 26 (.0179) PTO** 

20-325 20 26 (.0179) PTO** 

    

    

D (in) 

Note: To order part with stand-off specify: Q or H: Example: 6” with dialed 2” standoff = 6-325Q 
• “H” standoff has no position dial. 
 
Meets SMACNA Specifications 

Shown with optional 
(2”) standoff 


