
	
  

JOB:______________________________________	
  
Location__________________________________	
  
Engineer:_________________________________	
  
Contractor:_______________________________	
  
P.O.#	
  :___________________________________	
  
Job	
  #:____________________________________	
  
Representative:____________________________	
  
	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  Certified	
  Correct	
  
By:	
  	
  John	
  Di	
  Mascio	
  	
  
	
  
Title:	
  	
  Manager	
  	
  
	
  
Date:	
  	
  4/2/2012	
  

ITEM	
  #	
  807	
  –	
  Aluminum	
  Dryer	
  Vent	
  
	
  
Product	
  Description:	
  
Standard	
  Aluminum	
  Vent	
  Hood	
  	
  
Tail	
  Pipe	
  Material	
  is	
  100%	
  Aluminum	
  	
  
Face	
  &	
  Flapper	
  are	
  100%	
  Aluminum	
  
Steel	
  Rivets	
  
	
  
Pressure	
  Rating:	
  
Positive:	
  	
  4”	
  WC	
  Max	
  
Negative:	
  1”	
  WC	
  Max	
  
	
  
Maximum	
  Operating	
  Air	
  Velocity:	
  
5000fpm	
  
	
  
Combustibility:	
  
Non-­‐Combustible	
  	
  
	
  
Temperature	
  Range:	
  	
  
50*F	
  to	
  250*F	
  
	
  
Sizes:	
  
3”-­‐	
  4”	
  with	
  an	
  11”	
  tail	
  piece	
  	
  
5”	
  through	
  10”	
  with	
  a	
  	
  6”	
  tail	
  piece	
  
	
  
Size:	
  	
  	
  	
  	
  	
  	
  	
  [	
  	
  ]	
  Width	
  	
  [	
  	
  ]	
  Depth	
  
(inches)	
  [	
  	
  	
  ]	
  Height	
  	
  [	
  	
  ]	
  Diam	
  

	
   	
   	
   	
   	
   	
   	
   	
   	
   	
  

Length	
  	
  	
  	
  (inches)	
  
	
  

	
   	
   	
   	
   	
   	
   	
   	
   	
   	
  

Material	
  &	
  Gauges	
  
[	
  	
  ]	
  Galv.	
  [	
  	
  ]	
  Stainless	
  	
  [	
  	
  ]	
  Alum	
  
	
  

	
  
	
  
	
  

	
  
	
  
	
  



	
  


